Errata 


NFPA 101® 

Life Safety Code® 

2003 Edition 

Reference: (Various) 

Errata No.: 101-03-2 

The Committee on Safety to Life notes the following editorial corrections for the 2003 edition of NFPA 101®, Life Safety Code®. 
Material formatted with strikethrough ( strikethrough ) is to be deleted; material formatted with underline ( underline ) is to be 
added. 


1. In Table 6.1.14.4.1, add a row for “Day-Care >12 Clients” below the row for “Educational” as follows: 


Table 6.1.14.4.1 Required Separation of Occupancies (hours) a 
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2. Below Table 12.1.6, change the symbol before the last note (related to sprinklers) from a double dagger (1) to a diamond ((>). 

In Table 12.1.6, in all columns except the first, change the double dagger symbol (t) to a diamond symbol (6) [13 occurrences] as 
follows: 


Table 12.1.6 Construction Type Limitations 
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NP: Not permitted. 

LED: Level of exit discharge. 

OL: Occupant load. 

Note: For the purpose of this table, a mezzanine is not counted as a level. 

f Where every part of the structural framework of roofs in Type I or Type II construction is 6100 mm (240 in.) or more above the floor immediately 
below, omission of all fire protection of the structural members shall be permitted, including protection of trusses, roof framing, decking, and portions of 
columns above 6100 mm (240 in.). 

tWhere seating treads and risers serve as floors, such seating treads and risers shall be permitted to be of 1-hour fire resistance-rated construction. 
Structural members supporting seating treads and risers shall conform to the requirements of Table 12.1.6. Joints between seating tread and riser units 
shall be permitted to be unrated, provided that such joints do not involve separation from areas containing high hazard contents and the facility is 
constructed and operated in accordance with 12.4.2. 

§In open-air fixed seating facilities, including stadia, omission of fire protection of structural members exposed to the outside atmosphere shall be 
permitted where substantiated by an approved engineering analysis. 

{Permitted if all the following are protected throughout by an approved, supervised automatic sprinkler system in accordance with Section 9.7: (1) The 
level of the assembly occupancy, (2) any level below the level of the assembly occupancy, (3) in the case of an assembly occupancy located below the 
level of exit discharge, any level intervening between that level and the level of exit discharge, including the level of exit discharge 


3. Revise Table 13.2.3.2 capacity factor for passageways, ramps, and doorways as follows: 


Table 13.2.3.2 Capacity Factors 
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4. Revise 13.2.11.1(2) (b) and (c) as follows: 

13.2.11.1 Guards and Railings: Boxes, Balconies, and Galleries. Boxes, balconies, and galleries shall meet the following 
criteria: 

(1) The fasciae of boxes, balconies, and galleries shall rise not less than 660 mm (26 in.) above the adjacent floor or shall 
have substantial railings not less than 660 mm (26 in.) above the adjacent floor. 

(2) The height of the rail above footrests on the adjacent floor immediately in front of a row of seats shall be not less than 
660 mm (26 in.), and the following also shall apply: 

(a) Railings at the ends of aisles shall be not less than 915 mm (36 in.) high for the full width of the aisle. 

(b) Railings at the end of aisles shall be not less than 1065 mm (12 in.) high for the width of the aisle where steps occur. 

-(e)- Existing railings 915 mm (36 in.) high where steps occur shall be permitted to be continued to be used . 

(3) Aisle accessways ... 

5. Revise 13.4.8.3.2 as follows: 

13.4.8.3.2 An outdoor wood grandstand unit shall not exceed 929 m^ (10,000 ft-) in ground area or 61 mm (240 in.) 61m (200 
ft) in length, and the following requirements also shall apply. 

(1) Grandstand units of the maximum size shall be placed not less than 6100 mm (240 in.) apart or shall be separated by 
walls of 1-hour fire resistance rating. 

(2) The number of grandstand units erected in any one group shall not exceed three. 

(3) Each group of grandstand units shall be separated from any other group by a wall of 2-hour fire resistance-rated 
construction extending 610 mm (24 in.) above the seat platforms or by an open space of not less than 15 m (50 ft). 

6. Revise 19.3.6.5.2(2) as follows: 

19.3.6.5.2 The alternative requirements of 19.3.6.5.1 shall not apply where otherwise modified by the following: 

(1) Openings in smoke compartments containing patient bedrooms shall not be permitted to be installed in vision panels or 
doors without special protection. 

(2) For rooms protected throughout by an approved, supervised automatic sprinkler system in accordance with 19.3.5.3, the 
aggregate area of openings per room shall not exceed 0.5 m ^ 0.05 m ^ (0.55 ft-). 


7. In Table 17.1.6, in the row related to three stories, change the “greater than ” symbol (>) to the “greater than or equal to 
symbol (>) as follows: 






















Table 17.1.6 Location and Construction Type Limitations 

>3 stories above LED but not Yes 1(443), 1(332), 11(222) 
high-rise 

Yes 11(111)* 

_ No 1(443), 1(332), 11(222) 


8. Revise 19.2.2.5.4 as follows: 

19.2.2.5.4 Door openings in horizontal exits shall be protected by one of the following methods: 

(1) Such doors door openings shall be protected by a swinging door providing a clear width of not less than 810 mm (32 in.). 

(2) Such doors door openings shall be protected by a horizontal sliding door that complies with 7.2.1.14 and provides a clear 
width of not less than 810 mm (32 in.). 

(3) Existing Such door openingss shall be protected by an existing 865-mm (34-in.) swinging door doors shall not be 
required to be protected . 

9. Add a new subparagraph as follows: 

33.2.2.4.8 Stairs shall be permitted to be open at the topmost story only where all of the following are met: 

(1) The building shall have three or fewer stories. 

(2) The building shall house prompt or slow evacuation capability facilities. 

(3) The building shall be protected by an approved automatic sprinkler system in accordance with 33.2.3.5. 

(4) The entire primary means of escape of which the stairs are a part shall be separated from all portions of lower stories. 

10. Revise 33.3.2.6.2 as follows: 

33.3.2.6.2 Travel distance from the door within a room, suite, or living unit to a corridor door shall not exceed 48 m 38 m (125 ft) 
in buildings protected throughout by an approved automatic sprinkler system in accordance with 33.3.3.5. 

11. Revise 38.2.5.2.2 as follows: 

38.2.5.2.2 In buildings other than those complying with 38.2.5.2.1, dead-end corridors shall not exceed 6100 mm (240 in.) (140 
in.). 


12. In Table A. 7.6, revise the travel distance limits for assembly occupancies as follows: 


Table A.7.6 Common Path, Dead-End, and Travel Distance Limits (by occupancy) 
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